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A.  MEMORANDUM OF RUNNING BILLS

Dated Initials of Account

S.No. Amount
Personnel

B. MEMORANDUM OF EXTENSION OF TIME

S.No. From To Dated Initials of Personnel
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1. Date and time of Receipt of Bid(s) As per EPADS

2. Date and time of opening of Bid(s) As per EPADS

3. Submission of Bids Online through EPADS

[Divisional Engineer]

GENERAL INSTRUCTIONS

1) Bids shall be submitted electronically on PPRA EPADS portal.

2) Bidders are advised in their own interest to review the contents of Bidding Documents thor-
oughly and perform due diligence at their own cost prior to participating in the bidding pro-
cess.

3) The Bid Security shall be in the form as prescribed in the Invitation to Bids.

4) Original instrument of Bid Security must be submitted at the time of Bid Opening in sealed
envelope well before the closing date and time mentioned in Invitation to Bids and its scanned
copy must be attached with the electronic bid to be submitted online on EPADS.

S) Should a Bidder fail to submit original instrument of Bid Security in sealed envelope before
the closing date and time of Bid Opening or does not attach its scanned copy with the elec-
tronic bid, their bid shall be rejected outrightly.

6) All Bidders are requested to submit the bidding documents, without making any changes to
the original text, complete with drawings, specifications etc. containing the signatures of the
Bidder’s representative on each and every page of the documents.

7 The Bidders are advised to submit physical (hard form) bid in original on the date and time

mentioned in the invitation to bids to assist in evaluation, however that is not mandatory. In
case of any discrepancies between the bid submitted physically and on EPADS, the latter shall
prevail.
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DECLARATION

It is hereby solemnly affirmed and declared that I / we are not serving employees of any
Government organization including PAA, and that it is further assured that if [ / we had been
previously engaged with PAA as an employee, then that service or employment had ceased to
be in effect two years prior to the date of advertisement for this Work.

It is hereby further solemnly affirmed and declared that no serving or retired employee
who has not completed two years after retirement from PAA is employed at our Contracting
business.

It is hereby further undertaken and guaranteed that no serving or retired employee who
has not completed two years after retirement from PAA shall be permitted to have any financial
interest in the said Contracting business during the currency of this Contract with PAA.

It is clearly understood and agreed that in the event of a breach of the above undertaking
during the currency of this Contract, the said Contract shall be liable to immediate cancellation
in which case the security deposits and all other monies due or which may become due to PAA
shall stand forfeited and be absolutely at the disposal of the PAA.

[Contractor’s Signatures with Seal]
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>

Date:

INVITATION TO BIDS

1. Pakistan Airports Authority invites bids from eligible Constructors licensed by the Pakistan
Engineering Council in the appropriate category for the Works named on the cover page.

2. The bidding process shall be conducted in line with the single stage one envelope procedure
prescribed under Public Procurement Rules 2004, e-Pak Procurement Regulations, 2023 and any
Regulations, Regulatory Guides, Procurement Guidelines or Instructions issued by the PPRA (from
time to time), and is open to all potential eligible bidders registered in the EPADS.

3. All bids must be accompanied by Bid Security in an acceptable form in the prescribed amount.

4. The electronic bids prepared in accordance with the instructions prescribed in the electronic
bidding documents must be submitted through EPADS on or before the bid closing date and time.
Electronic bids will be opened by using EPADS on the same day 30 minutes after bid closing time.

7. The bidders are required to attach and submit following documents electronically.
a) Scanned copy of CNIC, and attested copy to be submitted physically.
b) Scanned original valid PEC License, and attested copy to be submitted physically.
c) Attested copy of valid NTN Certificate
d) Affidavit for no blacklisting and details of pending litigation, if any.

[Divisional Engineer]
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INSTRUCTIONS TO BIDDERS

1. The invitation to bids shall contain the name of work to be carried out as well as the date for
submitting and opening the bids and the time allowed for carrying out the work; also the amount of bid
security to be deposited with the bid. Copies of the specifications, designs and drawings and any other
documents required in connection with the work signed for the purpose of identification by Pakistan
Airports Authority (PAA) shall also be open for inspection by the Contractor at the office of the
Additional Director / Project Manager / Divisional Engineer during office hours.

2. Where a bid is being submitted by a firm, it must be signed separately by each partner thereof,
or in the event of the absence of any Partner, it must be signed on his behalf by a person holding a power
of attorney authorizing him to do so, such power-of-attorney to be produced with the bid and a Photostat
of the Partnership Deed should accompany the bid.

3. Where a firm of Contractors is an incorporated company registered under the Companies Act,
the Contractors shall furnish the following documents:

a) Memorandum and Articles of Association together with a copy of certificate of
incorporation.
b) In case the Contract is to be signed by one of the Directors of the Contractor’s

Company, a certified copy of the resolution of the Board of Directors or a Photocopy
of the General Power of Attorney executed by the Company authorizing such Directors
to enter into and sign the Contract with PAA.

4. The memorandum of work and the schedule of materials to be supplied by the PAA and their
issue rates, shall be filled, and completed in the office of Divisional Engineer before the bidding
document is uploaded on EPADS.

5. The bidder shall also produce a certificate of registration with the Income Tax Authority, and
proof of being Active Taxpayer and attach it with the bid.

6. Bidders may request clarification of the Bidding Documents by sending a written query to the
PAA through EPADS. The PAA may, if deemed appropriate, respond to the request at least two days
before the bid submission deadline.

7. PAA may, at its discretion convene a pre-bid meeting to provide clarifications on the Bidding
Documents. If held, the date, time, and venue of the meeting shall be specified on the EPADS. Bidders
are encouraged to submit any queries in writing no later than seven (7) days prior to the scheduled
meeting. The minutes of the meeting, including all questions raised and responses provided, shall be
promptly circulated to all recipients of the Bidding Documents.

8. Bidders are advised to visit and inspect the Site and its surroundings at their own risk and cost,
and to conduct all necessary due diligence to obtain sufficient information for the preparation of their
bids and execution of the Contract. PAA shall permit such visits, subject to prior coordination; however,
bidders and their representatives shall enter the site entirely at their own risk and shall indemnify and
hold harmless the PAA, its personnel, and agents from any liability, loss, damage, injury, or expense
arising from or related to such visits.

9. PAA may amend the Bidding Documents at any time before the bid submission deadline, either
on their own or in response to a bidder’s request for clarification, by issuing a written addendum. Each
addendum will become part of the Bidding Documents and will be shared with all purchasers, who must
acknowledge receipt in writing. If needed, PAA may extend the bid submission deadline to allow
bidders sufficient time to consider the changes.

10. Bidders who propose any alteration in the work specified in the said form of an invitation to
ﬂ(ﬂ& the time allowed for carrying out the work, or which contain any other condition of any sort,
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%ble to rejection. No single bid shall include more than one work, but Contractors who wish to
bid for two or more works shall submit a separate bid for each work.

11. No alterations or additions shall be made by the Contractor in the schedule of quantities and
rates must be filled in ink (blue or black) or typed out both in figures and words clearly and legibly in
the columns provided in the schedule of Quantities. All corrections must be signed by the Contractors.

12. Bidders shall not be reimbursed any cost of any kind whatsoever incurred by them in connection
with preparation and submission of their Bids.

13. Arithmetical errors in the bid will be rectified on the following basis:

a) If there is a discrepancy between the amounts in figures and in words, the amount in
words will govern; and if there is a discrepancy between the unit rate and the line item
total resulting from multiplying the unit rate by the quantity, the unit rate as quoted will
govern, unless in the opinion of the PAA there is an obviously gross misplacement of
the decimal point in the unit rate, in which case the line item total as quoted will govern
and the unit rate will be corrected.

b) If the bidder quotes different rates for the same items across sub-heads, or attaches
page(s) containing items with varying rates for the same item(s), the lowest unit rate
will be considered for evaluation.

c) If the bidder does not accept the corrected / evaluated amount of bid, their bid will be
rejected, and bid security shall be forfeited.

14. Bids shall be accompanied by a Call Deposit Receipt, Pay Order, or a Banker’s Cheque of the
amount given in the Memorandum as Bid Security. The Bid Security shall be returned to the un-
successful bidders, after the work has been awarded.

15. The quoted bid rates or amounts shall be inclusive of all taxes (but excluding provincial sales
tax on services), duties, and cess, etc as applicable fourteen (14) days prior to the date of bid opening,
and no claim on this account shall be entertained by PAA.

16. The completed Bid form shall be submitted in accordance with the instructions prescribed by
PPRA for submitting electronic bids through EPADS on or before the closing date and time. Electronic
bids will be opened by using EPADS on the same day 30 minutes after bid closing time.

17. Original bid submitted electronically shall also be submitted physically along with Bid Security
in a Sealed Envelope and addressed and delivered in person or sent by Registered post / courier so that
it reaches well in time before the opening date, as notified by the PAA. The sealed envelope shall have
the name of work, as mentioned in invitation to bids, written on top of it. In case of any discrepancies
between the bid submitted physically and on EPADS, the latter shall prevail. The instrument of Earnest
Bid Security shall compulsorily be submitted in physical form on the opening date and time, whereas
submission of the bid physically is recommended but not mandatory.

18. When a bid is accepted, a receipt for the bid security forwarded therewith shall thereupon be
given to the Contractor. In the event of a bid being rejected the bid security forwarded with such
unaccepted bid shall thereupon be returned to the Contractor.

19. The receipt given by an accountant or clerk for any money paid by the Contractor will not be
considered as an acknowledgement of payment to the PAA and the Contractor shall be responsible for
seeing that he procures a receipt signed by the Divisional Engineer or his authorized officer.

20. Bids will be opened and read in public on the date and time for the opening. Bids whose bid
security is received after the time set for receipt shall be rejected. Bidders who submit their bid security,
but their bids are not uploaded on EPADS or fail to show on EPADS will be considered and held as
non-participants.
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%dditional Director / Project Manager / Divisional Engineer or his duly authorized
representative shall open bids in the presence of intending Contractor who may be present at the time
and will enter the amounts of all the bids in a Comparative Statement in a suitable form.

22. PAA reserves the rights to postpone the date or time of submission and opening of Bids. Should
the date of opening the Bids be postponed, PAA shall give notice of such postponement.

23. The bid shall remain valid for a period of One Hundred & Twenty (120) days from the date of
bid opening. In exceptional cases, before this period expires, PAA may request an extension—no longer
than the original validity period. Bidders may refuse to extend the bid validity without losing their Bid
Security. Those who agree must extend the Bid Security accordingly but cannot change their bids.

24. PAA is not bound to award the Contract to the lowest or to any Bidder and reserves the right to
reject any or all Bids and to waive any formalities in the Bids received such as deviations in the use and
presentation of the specified Bidding Documents and forms, if it appears to be in the interest of the
PAA.

25. Bid shall be accepted by the competent officer of PAA. The acceptance of the Bid shall bind
the Bidder to execute the Contract Agreement within the specified period failing which the Bidder shall
forfeit his Bid Security not as penalty, but as liquidated damages.

26. For works costing more than Rs. 10 Million, the Contractor shall furnish to the PAA within
fourteen (14) days after receipt of Letter of Acceptance, a Performance Security in the form of an
irrevocable Bank Guarantee from the Banks approved by PAA (as per the list provided in Appendix-E
to Bidding Documents) for an amount equalling to five percent (5%) of the total amount of bid at the
time of signing the agreement. The irrevocable Performance Security shall have validity till thirty (30)
days after the date of final completion of works. The bond for Performance Security shall be executed
on non-judicial stamp paper of appropriate value.

27. For works costing more than Rs. 65 Million, the Contractor may be given a Mobilization
Advance of up to 10% of the bid cost by PAA on production of an irrevocable bank guarantee of an
equivalent amount from Banks approved by PAA (as per the list provided in Appendix-E to Bidding
Documents). The same will be recovered at the rate of 10% of gross amount of the running bills of the
Contractors.

28. Prior to engaging in the bidding process, the bidders should at their own cost, read and acquaint
themselves with the PAA’s procedure for blacklisting of contractors and suppliers available on PAA
website: (https.//paawebadmin.paa.gov.pk/media/fdpcknji/caao-003-escw.pdf)
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For Contractor

MEMORANDUM

a) Name of Work

b) General Description of Works

¢) Bid shall be enclosed with (Bid
Security)

d) Security Deposit (including Bid

Security)
e) Deduction of Income Tax
f) Time allowed for the work

g) Bill of Quantities

CONSTRUCTION OF VISITORS LOUNGE

AT AIRCRAFT HARDSTANDING

AT CATI HYDERABAD

Call Deposit Receipt, Pay Order, or a Banker’s
Cheque from a scheduled Bank in Pakistan, of
an amount mentioned in the invitation to bids.

Five per cent (5%) of the Contract Price.

As per Income Tax Ordinance 2001 amended
from time to time.

90 Days (from the date of

written order to commence)

As per attached schedule.

(ix) For Contractor



PAKISTAN AIRPORTS AUTHORITY
Abstract of Cost

PAAF-021-ESCW-1.0

Name of Work:

CONSTRUCTION OF VISITORS LOUNGE AT AIRCRAFT HARDSTANDING - CATI HYDERABAD.

SH: DESCRIPTION AMOUNT
1 CIVIL WORKS
2 WATER SUPPLY, SANITARY & SEWERAGE SYSTEM
3 ELECTRICAL WORKS
4 HVAC

TOTAL

s

e

Divisional Engineer (Civil)
ES CATI Hyderabad

Contractor
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I PAKISTAN AIRPORTS AUTHORITY
BOQ

PAAF-021-ESCW-1.0

Name of|

Work: CONSTRUCTION OF VISITORS LOUNGE AT AIRCRAFT HARDSTANDING - CATI HYDERABAD.

Sub-Head:|CIVIL WORKS

Rate (Rs.)
S. No. Description Quantity Unit Amount Rs.)
In Figures In Words

1 DISMANTLING R.C.C. INCLUDING SEPARATING| 1,265.76 | Cft 100.00 | Cft
REINFORCEMENT FROM CONCRETE IN FOUNDATION,
BASEMENT, PLINTH AND GROUND FLOOR INCLUDING
STACKING AT SITE AND DISPOSING OF UNSERVICEABLE
MATERIAL WITHIN THREE CHAINS (91.5 M)

2 DISMANTLING BURNT BRICK MASONRY IN LIME OR CEMENT 767.00 | cft 100.00 | cft
MORTAR FOUNDATION, BASEMENT, PLINTH AND GROUND
FLOOR INCLUDING STACKING SALVAGED MATERIAL
(SERVICEABLE) AND DISPOSING OF SURPLUS MATERIAL AS
DIRECTED WITHIN THREE CHAINS (91.5 M).

3 DISMANTLING LIME OR CEMENT CONCRETE IN FOUNDATION| 2,008.00 | cft 100.00 | cft
OR UNDER FLOOR BASEMENT, PLINTH AND GROUND FLOOR|
AND DISPOSING OF SURPLUS MATERIAL AS DIRECTED WITHIN
THREE CHAINS (91.5 M)

4 |EXCAVATION FOR FOUNDATION TRENCHES AND DRAINS IN| 2273.00 | Cft 100.00 | cft
ALL KINDS OF SOIL (EXCEPT GRAVELLY AND MURUM SOIL,
WET SILT, CLAY OR MUD CONGLOMERATION OF GRAVEL AND
BOULDERS, SOFT, SANDY OR DISINTEGRATED SANDY AND
HARD ROCK) AND BACK FILLING THE EXCAVATED MATERIAL
IN FOUNDATION, PLINTH OR UNDER FLOOR INCLUDING
BREAKING CLODS, WATERING, CONSOLIDATION BY RAMMING
IN LAYERS NOT EXCEEDING 9 INCHES (229 MM) IN DEPTH TO
FULL COMPACTION, DRESSING AND DISPOSAL OF SURPLUS
EXCAVATED STUFF AS DIRECTED, LEAD UPTO ONE CHAIN
(30.5 R.M) AND LIFT UPTO 5 FEET (1.52 M).

5 PROVIDING AND LAYING 1:4:8 (1 CEMENT 4 SAND AND 8 273.00 | Cft 100.00 | cft
COARSE AGGREGATE) CEMENT CONCRETE USING CRUSHED!
GRADED BOULDERS (MACHINE BROKEN) 1 INCH (25 MM) AND!
DOWN GAUGE IN, FOUNDATION INCLUDING LEVELLING,
COMPACTING AND CURING ETC.COMPLETE .

6 PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 147.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2 ) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN COLUMN FOOTING OF REQUIRED
SHAPE INCLUDING FORM WORK AND ITS REMOVAL,
COMPACTING AND CURING ETC. COMPLETE BUT EXCLUDING
THE COST OF REINFORCEMENT, IN FOUNDATION BASEMENT
AND PLINTH

7 PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 20.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN COLUMNS OF SQUARE OR
RECTANGULAR SHAPE OF REGULAR SECTION INCLUDING
FORM WORK AND ITS REMOVAL, COMPACTING AND CURING
ETC. BUT EXCLUDING THE COST OF REINFORCEMENT, IN
FOUNDATION BASEMENT AND PLINTH.

8 PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 310.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN PLINTH BEAMS OF REQUIRED
SHAPE AND DESIGN INCLUDING FORM WORK AND ITS
REMOVAL, COMPACTING AND CURING ETC. BUT EXCLUDING
THE COST OF REINFORCEMENT, IN FOUNDATION BASEMENT
AND PLINTH.

9 PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 115.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN COLUMNS OF SQUARE OR
RECTANGULAR SHAPE OF REGULAR SECTION INCLUDING
FORM WORK AND ITS REMOVAL, COMPACTING AND CURING
ETC. BUT EXCLUDING THE COST OF REINFORCEMENT, IN THE
GROUND FLOOR.

10 PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 583.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN STRAIGHT BEAMS, LINTELS
CANTILEVER BEAMS OF REQUIRED SHAPE OR SECTION
INCLUDING FORM WORK AND ITS REMOVAL, COMPACTING
AND CURING ETC. COMPLETE BUT EXCLUDING THE COST OF
REINFORCEMENT, IN BASEMENT AND GROUND FLOOR.

" PROVIDING AND LAYING REINFORCED CEMENT CONCRETE 801.00 | Cft 100.00 | cft
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3000 PSI (20.69 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:2:4 IN ORDINARY SLAB 5 INCHES (127
MM) TO 6 INCHES (152 MM) THICK INCLUDING FORM WORK
AND ITS REMOVAL COMPACTING AND CURING ETC.
N COMPLETE BUT EXCLUDING THE COST OF REINFORCEMENT,

IN BASEMENT PLINTH AND GROUND FLOOR.
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Description

Quantity

Rate (Rs.)

In Figures

In Words

Unit

Amount Rs.)

12

PROVIDING AND LAYING REINFORCED CEMENT CONCRETE
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3750 PSI (23.24 N/MM2) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:1-1/2:3 IN ORDINARY CANTILEVERED
SLAB HORIZONTAL SUN-SHADE OR CHAJJA TAPERED OR
STRAIGHT AVERAGE 5 INCHES (127 MM) TO 6 INCHES (152 MM),
THICK INCLUDING FORM WORK AND ITS REMOVAL,
COMPACTING AND CURING ETC. COMPLETE BUT EXCLUDING
THE COST OF REINFORCEMENT, IN BASEMENT PLINTH AND
GROUND FLOOR.

220.00

Cft

100.00

13

PROVIDING AND LAYING REINFORCED CEMENT CONCRETE
USING CRUSHED GRADED BOULDERS 3/4 INCH (19 MM) AND
DOWN GAUGE HAVING A MINIMUM WORKS CUBE CRUSHING
STRENGTH OF 3750 PSI (23.24 N/MM2 ) AT 28 DAYS WITH A MIX
NOT LEANER THAN 1:1-1/2:3 IN STRAIGHT WALLS, VERTICAL
FINS ETC. MORE THAN 6 INCHES (152 MM) THICK INCLUDING
FORM WORK AND ITS REMOVAL, COMPACTING AND CURING
ETC. COMPLETE BUT EXCLUDING THE COST OF
REINFORCEMENT, IN GROUND FLOOR

40.00

Cft

100.00

cft

14

PROVIDING AND LAYING FIRST CLASS SOLID BURNT BRICK
MASONRY SET IN CEMENT MORTAR 1 :6 IN STRAIGHT OR
CURVED WALLS 9" TO 13-/2 INCHES (228 MM TO 343 MM) THICK
INCLUDING SCAFFOLDING, (RAKING OUT JOINTS AND CURING
ETC. COMPLETE IN FOUNDATION, BASEMENT AND PLINTH
(FOUNDATION AND BASEMENT MASONRY UPTO 5 FEET (1.52
RU.M.) DEPTH AND PLINTH UPTO 4 FEET (1.2 RU.M.) HEIGHT
FROM GROUND LEVEL)

1,304.00

100.00

cft

15

PROVIDING AND LAYING FIRST CLASS SOLID BURNT BRICK
MASONRY SET IN CEMENT MORTAR 1 :6 IN STRAIGHT OR
CURVED WALLS 9 TO 13-1/2 INCHES (229 MM TO 343 MM)
THICK INCLUDING SCAFFOLDING, RAKING, OUT JOINTS AND
CURING ETC. COMPLETE IN GROUND FLOOR.
SUPERSTRUCTURE .

856.00

Cft

100.00

cft

16

PROVIDING AND LAYING FIRST CLASS SOLID BURNT BRICK
MASONRY SET IN CEMENT MORTAR 1:6 IN STRAIGHT OR
CURVED WALLS 4-1/2 INCHES (114 MM) AND LESS IN
THICKNESS INCLUDING SCAFFOLDING, RAKING, OUT JOINTS
AND CURING ETC. COMPLETE IN GROUND FLOOR
SUPERSTRUCTURE .

20.00

100.00

cft

17

CUTTING TO A REQUIRED GRADIENT IN ALL KINDS OF SOIL
(EXCEPT ROCK MURUM AND GRAVELLY SOIL) AND FILLING
AND EXCAVATED STUFF IN 6 INCHES (152 MM) LAYERS IN
DEPRESSION, WHERE REQUIRED OR DISPOSING 'THE SAME
COMPLETE WITH LEVELLING, DRESSING AND WATERING THE
FILLING AND CONSOLIDATION ETC. AS REQUIRED, LEAD UPTO
ONE CHAIN (30.5 RM) AVERAGE, AND LIFT UPTO 5 FEET (1.52
RM).

1,508.00

100.00

cft

18

PROVIDING AND LAYING1:4:8 CEMENT CONCRETE BED UNDER
FLOOR USING GRADED UNDER STONE BALLAST 1 INCH THICK
(25 MM) AND DOWN GAUGE WITH LEVELLING RAMMING,
WATERING AND CURING ETC. COMPLETE.

890.00

Cft

100.00

cft

19

PROVIDING AND LAYING IN FLOOR C.C. 1:2:4: TUFT PAVER 2-
1/2" THICK OF APPROVED DESIGN AND COLOUR PATTERN
LAID ON SAND CUSHION FILLING OF JOINT WITH SAND AND
WARRING ETC. COMPLETE AS PER DIRECTION OF ENGINEER
INCHARGE. (THE COST OF SAND CUSHION IS INCLUDED) 5000
PSI

2,010.00

Sft

Sft

20

PROVIDING AND FIXING M.S. MOULDED STEEL DOOR FRAMES
OF 573" X 2-1/2" (146 MM X 63 MM) MANUFACTURED FROM
MILD STEEL SHEET OF 18 GAUGE (1.41 MM) CONFORMING TO
B.S.S. 1245 HAVING A DOUBLE REBATE SIZE 1-1/2" X 1/2" (38
MM X 12 MM) PROVISION OF 3 NOS. M.S. PLATE, SECTION 1-
1/2" X 1/4" (38 MM X 6 MM) (2 NOS. 6 INCH LONG WELDED WITH
FRAME AT NOT LESS THAN 10 POINTS AND 1 NOS. 12 INCH
LONG WELDED WITH FRAME AT NOT LESS THAN 20 POINTS),
WITH HOLES AND THREADS FOR FIXING STEEL HINGS, FITTED
WITH ONE LOCKING BOX OF SAME SHEET (POINT WELDED
INSIDE THE FRAME), 6 NOS. 6 INCHES LONG FLAT IRON FIXING
LUGS OF 1-1/4" X 3/16" SECTION, TREATED WITH SPECIAL RED
OXIDE PRIMER COAT ALL AROUND INCLUDING CUTTING
HOLES AND FILLING THE CAVITY WITH CEMENT CONCRETE
1:2:4 ETC. IN ANY FLOOR AT ANY HEIGHT COMPLETE AS
DIRECTED BY THE ENGINEER-IN-CHARGE

67.00

Rft

Rift

21

PROVIDING AND LAYING HARD GRADE RIBBED DEFORMED
(MINIMUM YIELD POINT 60,000 PSI) REINFORCEMENT BARS
WITH & INCLUDING THE COST OF STRAIGHTENING, CUTTING,
BENDING, BINDING, WASTAGE, AND SUCH OVERLAPS AS ARE
NOT SHOWN IN THE DRAWINGS, PLACING IN POSITION ON
CEMENT CONCRETE 1:2:4 PRECAST OR M.S. CHAIRS, TYING
WITH BINDING WIRE, COST OF CHAIRS AND WIRES ETC. IN
ALL KINDS OF RCC WORK IN FOUNDATION, BASEMENT,
PLINTH AND GROUND FLOOR OF BUILDING INCLUDING SEPTIC
TANKS AND UNDER GROUND TANKS AND IN PROJECTIONS
FOR FUTURE EXTENSION .

6,370.87

kg

22

1/4" (6.4 MM) THICK CEMENT PLASTER 1:4 ON SOFFITS OF
CEILING, CANTILEVER SLABS, SIDES AND SOFFITS OF BEAMS
ETC., IN BASEMENT, MEZZANINE AND GROUND FLOOR
INCLUDING MAKING EDGES, CORNERS AND CURING ETC.,
COMPLETE .

3,951.00

100.00

Sft

1/2" (13 MM) THICK CEMENT PLASTER 1:6 ON WALLS AND
COLUMNS ETC. IN BASEMENT, PLINTH, MEZZANINE AND
GROUND FLOOR INCLUDING MAKING EDGES, CORNERS, AND
CURING ETC., COMPLETE.

976.00

Sft

100.00

Sft
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Description

Quantity

Rate (Rs.)

In Figures
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Unit

Amount Rs.)

24

PLASTERING 3/4" (19 MM) THICK IN PATCHES IN CEMENT SAND
MORTAR 1 :4 INCLUDING CURING AND SCRAPING OLD
DAMAGED PORTION IN REGULAR SHAPE AND REMOVAL OF
RUBBISH FROM THE SITE ETC. COMPLETE AS PER DIRECTION
OF ENGINEER-IN-CHARGE IN GROUND FLOOR.

647.00

Sft

100.00

Sft

25

PROVIDING AND LAYING LIGHT COLOUR, GLAZED/NON SKID
VITRIFIED PORCELAIN TILES (POLISHED) EXCEEDING 3600
SQCM EACH, (PAK MADE) ON WALLS AND FLOORS, IN ANY
FLOOR, LAID WITH DRY BOND (STILE BOND) OVER EXISTING
FLOOR INCLUDING JOINTING TO TILES WITH JOINT FILLER OF
APPROVED QUALITY AS PER DIRECTION OF THE ENGINEER
INCHARGE.

125.00

Sft

100.00

Sft

26

PROVIDING AND FIXING 1/4 INCH OR 6.4 MM (APPROX.) THICK
APPROVED PAKISTANI MAKE WHITE COLOURED GLAZED
TILES FROM 1.5 SQ.FT TO 3 SFT SIZE IN DADO AND SKIRTING
IN GROUND FLOOR OVER 1/2" (13 MM) THICK BASE OF
CEMENT MORTAR 1:3 SETTING OF TILES IN SLURRY OF GREY
CEMENT OVER MORTAR BASE, INCLUDING FILLING THE
JOINTS AND WASHING THE TILES WITH WHITE CEMENT
SLURRY CURING AND CLEANING ETC, COMPLETE.

1,646.00

100.00

Sft

27

PROVIDING AND FIXING PVC HARD SHEET WALL PANELLING
OR LINING (PLAIN) ON WALLS, JAMBS, SKIRTING ETC., ON
WOODEN BACKING BUT EXCLUDING THE COST OF BACKING
ETC., AS REQUIRED.

480.00

Sft

Sft

28

PROVIDING AND FIXING PRE-CAST RCC SLAB LENGTH
EXCEEDING 4'-6" (1372MM) BUT NOT EXCEEDING 6'-6" (1981
MM) WIDTH 1'-6" TO 2'-00 (457MM TO 610MM) MADE BY IZHAR
(PVT) LIMITED INCLUDING SETTING IN POSITION AND FILLING
THE JOINTS WITH CEMENT MOTAR 1:4 ETC. COMPLETE AS
PER DIRECTION OF THE ENGINEER-IN-CHARGE

16.00

100.00

Sft

29

PROVIDING AND LAYING FLOOR OF 3/4 INCH (19 MM) THICK
GRANITE TILES PAKISTANI ORIGIN MORE THAN 3 SQ.FT. UPTO
5 SQ.FT- (MORE THAN 0.28 SQ.M UPTO 0.46 SQ.M) SIZE FINE
DRESSED ON THE SURFACE, WITHOUT WINDING IN GROUND
FLOOR OVER 1 INCH (25 MM) LIME MORTAR 1:2 (ONE LIME,
TWO SAND) SETTING THE MARBLE TILES WITH GREY CEMENT
SLURRY OVER LIME MORTAR, JOINTING AND WASHING THE
TILES WITH WHITE CEMENT SLURRY INCLUDING CURING,
RUBBING AND POLISHING ETC. COMPLETE INCLUDING THE
COST OF MORTAR.

607.16

Sft

100.00

Sft

30

PROVIDING & FIXING CHAKWAL STONE FACING (LAID FLAT IN
COURSES) IN CEMENT MORTAR 1:3 CEMENT POINTED IN
DEEP CUT GROOVES AND IN ANY PATTERN IN ANY
COLOUR/SHADES AS PER DIRECTION OF THE ENGINEER-IN-
CHARGE INCLUDING THE COST OF RUBBING, CURING ETC.
COMPLETE IN ANY HEIGHT AND ANY FLOOR.

2,307.13

100.00

Sft

31

PROVIDING AND FIXING 1-1 /2 INCHES (38 MM) THICK SOLID
CORE DEODAR WOOD FLUSHED VENEERED DOOR
SHUTTERS, WITH AND INCLUDING THE COST OF COMMERCIAL
PLYWOOD FACING 3 MM. THICK (3 PLY) ON BOTH FACES,
FIXED OVER BEST QUALITY DEODAR WOOD FRAME 2 INCHES
WIDE ALROUND 6 INCHES WIDE LOCK RAIL AND 2ND CLASS
DEODAR WOOD SOLID CORE, I/C., 1/4 INCH THICK BEST
QUALITY DEODAR WOOD LIPPING ON ALL SIDES AS PER
APPROVED DRAWING, MANUFACTURED UNDER POWER
DRIVEN HYDRAULIC PRESS, INCLUDING THE COST OF
APPROVED IRON FITTINGS BUT EXCLUDING THE COST OF
HANDLES AND LOCKING ARRANGEMENT.

63.00

Per

Sft

32

PROVIDING AND FIXING GYPSUM BOARD 12MM THICK, FIXED
WITH GI HANGING APPROVED SUSPENSION SYSTEM & JOINT
TAPING ETC COMPLETE |IN ALL RESPECT AS PER
SPECIFICATIONS SHOWN ON THE DRAWINGS (ELEPHANT /
DFB / LODHIA GYPSUM INDUSTRIES (PVT) LTD OR
EQUIVALENT

1,475.00

Sft

33

PROVIDING AND FIXING GYPSUM BOARD 2' X 2' X 12MM TILES
CEILING INCLUDING ALUMINUM T & L ANGLE 1" X 1" I.C
HANGER CLIPS JOINTING CLIPS AND G.I WIRE ETC COMPLETE
AS REQUIRED IN ANY FLOOR

80.00

Sft

34

PROVIDING AND FIXING FULLY GLAZED BRONZE ANODIZED
OR POWDER COATED ALUMINIUM SLIDING WINDOWS AS PER
BRITISH STANDARD MANUFACTURED BY LUCKY, PRIME,
CHAWLA, KRUDSON AND PAKISTAN CABLES. (FIXING
THROUGH THEIR APPROVED FABRICATORS) DELUXE MODEL
BOX SECTION 95MM X 30MM AND 1.6MM THICK INCLUDING
THE COST OF ALUMINIUM NETTING , FITTINGS, WITH ALL
ACCESSORIES CUTTING HOLE ETC. AND MAKING GOOD
DAMAGES TO WALLS ETC. COMPLETE AS REQUIRED IN ANY
FLOOR AS PER DIRECTION OF ENGINEER-IN-CHARGE, BUT
EXCLUDING THE COST OF GLASS PANS.

12.00

Per

Sft

35

PROVIDING AND FIXING TINTED GLASS PANES 5MM THICK TO
M.S. BOX PIPE / ALUMINIUM DOOR, WINDOWS AND
VENTILATORS INCLUDING THE COST OF LABOUR BUT
EXCLUDING THE COST OF M.S. SQUARE PIPE BEADING,
RUBBER PACKING AND SCREW IN ANY FLOOR AT ANY
HEIGHT.

12.00

Per

Sft

36

P/F 12MM THICK TEMPERED GLASS, SWING DOOR PAK MADE
AS PER APPROVED MANUFACTURERS (FIXING THROUGH
THEIR APPROVED FABRICATORS), D-LOCK, SILICON, MOVING
MACHINES ALL ACCESSORIES, CUTTING HOLES ETC AND
MAKING GOOD DAMAGES ETC. COMPLETE AS REQUIRED IN
ANY FLOOR AS PER DIRECTION OF ENGINEER INCHARGE.

56.00

Sft
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Description

Quantity

Rate (Rs.)

In Figures

In Words
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Amount Rs.)

37

P/F 12MM TEMPERED GLASS I/C 3MM SAFETY FILM 175
MICRON ALUMINUM FIXED PARTITION AS PER APPROVED
MANUFACTURERS (FIXING THROUGH THEIR APPROVED
FABRICATORS), ALUMINUM SECTION D-48 (100MM X 38MM AND
2MM) THICK I/C THE ALUMINUM FITTINGS AND S.S. PIPE 1.5" X
3"(18 GAUGE) FIXED ON TOP WITH ALL ACCESSORIES
CUTTING HOLE ETC AND MAKING GOOD DAMAGES ETC.
COMPLETE AS REQUIRED IN ANY FLOOR AS PER DIRECTION
OF ENGINEER INCHARGE.

1,574.00

Sft

Sft

38

PROVIDING AND FIXING 4" (100 MM) DIA POLYVINYLE
CHLORIDE RAIN WATER (PVC) DOWN PIPE WITH MILD STEEL,
CLAMPS, BOLTS AND NUTS FIXED IN CEMENT CONCRETE 1:2:4,
ETC. COMPLETE

60.00

Rft

Rft

39

PAINTING WITH (ICl) DULUX PLASTIC EMULSION PAINT VIP OF
APPROVED SHADE TWO COATS OVER AND INCLUDING THE
COST OF WALL PUTTI / PRIMING COAT COMPLETE OVER
PLASTERED SURFACE AT ANY HEIGHT IN ANY FLOOR.

1,476.00

Sft

100.00

Sft

40

PAINTING WOOD WORK WITH SYNTHETIC ENAMEL PAINT OF
APPROVED MAKE AND SHADE TWO COATS OVER AND
INCLUDING THE COST OF ONE PRIMING COAT COMPLETE AT
ANY HEIGHT IN ANY FLOOR.

147.00

Sft

100.00

Sft

41

PAINTING THREE COATS WITH WEATHER SHIELD PAINT
DELUXE (ICl) MAKE OF APPROVED SHADE ON PLASTER
SURFACE (EXTERNAL) AND INCLUDING THE COST OF
CLEANING THE SURFACE, SAND PAPERING ETC. COMPLETE
AT ANY HEIGHT IN ANY FLOOR.

1,159.00

Sft

100.00

Sft

42

PROVIDING AND LAYING 4 TO 5 MM THICK CARPET TILE
FLOORING (NYLON MATERIAL) OF APPROVED MAKE AND
SHADE LAID IN APPROVED DESIGN / PATTERN, WEIGHING
ATLEAST 0.4 TO 0.7 KG/SQM INCLUDING FIXING WITH
APPROVED ADHESIVE ETC. COMPLETE IN ANY FLOOR AS PER
DIRECTION OF THE ENGINEER-IN-CHARGE.

847.00

sft

sft

43

PROVIDING AND LAYING LIMINATED (HDF) FLOORS OF
APPROVED QUALITY, SIZE AND COLOUR, AS SHOWN IN
DRAWINGS I/C COST OF BORDER, COMPLETE IN ALL RESPECT
(ROBINA/ SARINA/ EQUIVALENT).

548.00

sft

sft

Total

Rs.

o

Divisional Engineer (Civil)
ES CATI Hyderabad

Contractor
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Sub-Head:|WATER SUPPLY, SANITARY & SEWERAGE SYSTEM

L i Rate (Rs.) i
S. No. Description Quantity Unit Amount Rs.)
In Figures In Words

1 PROVIDING AND FIXING PPRC PIPE PN-20 WITH SPECIALS, 147.00 | Rft P. Rift
AND CLAMPS ETC, INCLUDING CUTTING AND FITTING
COMPLETE WITH AND INCLUDING THE COST OF BREAKING
THROUGH WALLS AND ROOF AND MAKING GOOD ETC; AFTER
CLEANING THE PIPE AND CARTAGE WITHIN 10 MILES, 25MM
DIA

2 PROVIDING AND FIXING PPRC PIPE PN-20 WITH SPECIALS, 29.00 | Rft P. Rft
AND CLAMPS ETC, INCLUDING CUTTING AND FITTING
COMPLETE WITH AND INCLUDING THE COST OF BREAKING
THROUGH WALLS AND ROOF AND MAKING GOOD ETC; AFTER
CLEANING THE PIPE AND CARTAGE WITHIN 10 MILES 32MM
DIA

3 PROVIDING AND FIXING PPRC PIPE PN-20 WITH SPECIALS, 120.00 | Rft P. Rft
AND CLAMPS ETC, INCLUDING CUTTING AND FITTING
COMPLETE WITH AND INCLUDING THE COST OF BREAKING
THROUGH WALLS AND ROOF AND MAKING GOOD ETC; AFTER
CLEANING THE PIPE AND CARTAGE WITHIN 10 MILES 40MM
DIA

4 PROVIDING AND FIXING UN PLATISIZED POLYVINYL CHLORIDE 58.00 | Rft P. Rift
PIPE (P.V.C) "D" CLASS AND SPECIALS ETC. INCLUDING
CUTTING AND FITTING COMPLETE WITH AND INCLUDING THE
COST OF CUTTING TRENCH UPTO 1-1/2 FEET DEEP REFILLING,
WATERING, RAMMING, AND DISPOSAL OF SURPLUS EARTH
WITHIN ONE CHAIN AND AFTER CLEANING THE PIPE AND
CARTAGE WITHIN 10 MILES (16.09 KM.) (WORKING PRESSURE
12 KG/CM'), 4 INCHES (100 MM) DIA PIPE

5 PROVIDING AND FIXING FULL WAY GUN METAL VALVES WITH 2.00 | Nos Each
WHEELS THREADED OR FLANGED ENDS WITH RUBBER
WASHERS, (STANDARD PATTERN), 3/4"DIA (20MM)

6 PROVIDING AND FIXING FULL WAY GUN METAL VALVES WITH 1.00 | Nos Each
WHEELS THREADED OR FLANGED ENDS WITH RUBBER
WASHERS, (STANDARD PATTERN), 1"DIA (25MM)

7 PROVIDING AND FIXING FULL WAY GUN METAL VALVES WITH 1.00 | Nos Each
WHEELS THREADED OR FLANGED ENDS WITH RUBBER
WASHERS, (STANDARD PATTERN), 1-1/4"DIA (32MM)

8 PROVIDING AND FIXING UPVC MUTLI FLOOR TRAPE OF SIZES 4.00 | Nos Each
WITH GRATINGS NCLUDING CUTTING AND MAKING THE
REQUISITE NUMBER OF HOLES IN WALLS PLINTH AND
FLOORS AND MAKING GOOD IN 1:2:4, C.C.

9 PROVIDING AND FIXING BEST QUALITY WHITE GLAZED 2.00 | No Each
EARTHENWARE ONE PIECE TOILET (COMMODE) COUPLED
WITH FLUSH TANK (PORTA OR EQUIVALENT) COMPLETE WITH
AND INCLUDING COST OF PLASTIC SEAT WITH BUFFERS,
WITH INTERNAL FITTINGS COMPLETE

10 PROVIDING AND FIXING APPROVED QUALITY EARTHEN WARE 2.00 | Nos Each
GLAZED VANITY BASIN STANDARD SIZE (WHITE/LIGHT
COLOUR) AND INCLUDING THE COST OF 1-1/4" DIA BRASS
WASTE 1-1/4" RUBBER PLUG AND CHROME PLATED BRASS
CHAIN PVC WASTE PIPE 1- 1 /4" DIA OF APPROVED PATTERN
ETC. COMPLETE.

" PROVIDING & FIXING CHROMIUM PLATED MUSLIM BIB-COCK 2.00 | Nos Each
WITH MUSLIM SHOWER OF APPROVED QUALITY.

12 PROVIDING AND FIXING 1/2 INCHES DIA. (15 MM) CP BIB 2.00 | Nos Each
COCKs.

13 PROVIDING AND FIXING 1/2 INCH (15 MM) DIA CP STOP 6.00 | Nos Each
COCKS/TEE STOP COCK

14 PROVIDING AND FIXING ROYAL BATH ROOM ACCESSORIES OF 2.00 | Nos Each

SET OF 7 PIECES CONSIST OF ONE COSMETIC SHELF, ONE
TOWEL ROD WITH BRACKET, ONE SOAP DISH, ONE TOOTH
BRUSH HOLDER WITH GLASS AND COVER, ONE TISSUE
PAPER HOLDER ONE DOUBLE HOOK ONE TOWEL RING ETC.
COMPLETE OF APPROVED QUALITY AS PER DIRECTION OF
ENGINEER IN-CHARGE.

15 PROVIDING AND FIXING 20 INCHES X 16 INCHES (508 MM X 406 2.00 | Nos Each
MM) LOOKING MIRROR OF BELGIUM GLASS COMPLETE WITH
PLASTIC FRAME AND C.P. BRASS SCREWS.

16 PROVIDING MANHOLE TYPE 'A' SIZE 2 FEET X 1-1/2 FEET 4.00 | Nos Each
IINSIDE DIMENSIONS) X 2 FEET DEEP AS PER APPROVED
DESIGN AND SPECIFICATION COMPLETE FOR 4 INCHES TO 12
INCHES DIA PIPES UP TO 3 FEET - 11 INCHES DEPTH WITH
CAST IRON COVER AND FRAME 16 INCHES DIA, INSIDE
(WEIGHT = 1 CWT. 1 QTR) OR 63.5 KG FIXED IN 4 INCHES
THICK RCC 1:2:4 SLAB 8 INCHES THICK C.C. 1:3:6 BLOCK
MASONRY WALLS SET IN 1:3 C.M. 6 INCHES THICK 1:3:6 C.C IN
FOUNDATION 1:2:4 C.C. IN BENCHING 1/2 INCHES THICK
CEMENT PLASTER IN 1:3 C.M. TO ALL INSIDE WALL SURFACE
CHANNELS AND BENCHING ETC. AND TO TOP INCLUDING
MAKING REQUISIT NUMBER OF MAIN AND BRANCH CHANNELS
BUT EXCLUDING THE COST OF EXCAVATION BACK FILLING
AND DISPOSAL OF EXCAVATED STUFF, MANHOLE COVER AND
FRAME.

17 PROVIDING & LAYING R.C.C 1:2:4 SLAB COVER 3" THICK 4.00 | Cft Per | Cft

AVERAGE (PRECAST COMPLETE WITH M.S FLAT IRON, M.S
BARS EMBEDDED IN CONCRETE) OF ANY SHAPE INCLUDDING

.”\ THE COST OF REINFOREMENT AND WELDING ETC. AS PER
DIRECTION OF ENGINEER-IN-CHARGE.




S. No.
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Amount Rs.)

18

PROVIDING RCC PIPES AND COLLARS OF CLASS ‘A’ AND
FIXNG IN TRENCH INCLUDING CUTTING, FITTING AND
JOINTING WITH MAXPHALT COMPOSITION AND CEMENT
MORTAR (1:1) AND TESTING WITH WATER TO A HEAD OF 4
FEET (1.22 M) ABOVE THE TOP OF THE HIGHEST PIPE
INCLUDING CARTAGE WITHIN 10 MILES (16.09 KM.), 9 INCHES
(230 MM) DIA. PIPE.

125.00

Rft

Rift

19

EXCAVATION IN ALL KINDS OF SOIL, MURUM, HARD, AVERAGE
OR SOFT INCLUDING LIFT UP TO 5 FEET (1.52 M) AND LEAD UP
TO ONE CHAIN (30.48 M).

375.00

100.00

Cft

Total

Rs.

=
Divisional Engineer (Civil)
ES CATI Hyderabad

Contractor
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Sub-Head:|ELECTRICAL WORKS

Rate (Rs.)
S. No. Description Quantity Unit Amount Rs.)
In Figures In Words

1 WIRING FOR LIGHT, FAN OR CALL BELL POINT WITH (3/.029") 30.00 | Pts P. Pt
PVC INSULATED WIRE IN 20 MM?, (3/4") DIA UPVC CONDUIT
RECESSED IN THE WALL, COLUMN, ROOF , INCLUDING 1MM?|
SINGLE CORE PVC INSULATED WIRE AS ECC AS REQUIRED.

2 WIRING FOR PLUG POINT WITH (3/.029") PVC INSULATED 18.00 | Pts P. Pt
WIRE IN 20 MM (3/4")DIA UPVC CONDUIT RECESSED IN THE
WALL, COLUMN, ROOF , INCLUDING 1MM?, SINGLE CORE PVC
INSULATED WIRE AS ECC AS REQUIRED.

3 WIRING FOR SUB-MAIN WITH 2X 2.5 MM?, PVC INSULATED 40.00 [ RM P. RM
WIRE 300/500 VOLTS GRADE, SINGLE CORE, STRANDED
COPPER CONDUCTOR WIRE IN 20 MM (3/4")DIA UPVC CONDUIT|
RECESSED IN THE WALL, COLUMN AND ROOF ETC INCLUDING
1.5 MM? PVC INSULATED WIRE SINGLE CORE WIRE AS ECC AS
REQUIRED.

4 WIRING FOR SUB-MAIN WITH 2X 4 MM?, PVC INSULATED WIRE 56.00 | RM P. RM
300/500 VOLTS GRADE, SINGLE CORE, STRANDED COPPER
CONDUCTOR WIRE IN 20 MM (3/4"DIA UPVC CONDUIT
RECESSED IN THE WALL, COLUMN AND ROOF ETC INCLUDING
1.5 MM? PVC INSULATED WIRE SINGLE CORE WIRE AS ECC AS
REQUIRED.

5 WIRING FOR SUB-MAIN WITH 4X 6 MM?, PVC INSULATED WIRE 56.00 | RM P. RM
300/500 VOLTS GRADE, SINGLE CORE, STRANDED COPPER
CONDUCTOR WIRE IN 25 MM (1")DIA UPVC CONDUIT
RECESSED IN THE WALL, COLUMN AND ROOF ETC INCLUDING
1.5 MM? PVC INSULATED WIRE SINGLE CORE WIRE AS ECC AS
REQUIRED.

6 PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF 20.00 | Nos Each
RECESSED / SURFACE MOUNTED LED PANEL LIGHT 38-40
WATTS 2X2 FT INCLUDING DRIVE, HAVING WARM / NEUTRAL
WHITE/ COOL WHITE COLOUR, 80-100 LM/WATT EFFICIENY ,
0.9 OR ABOVE POWER FACTOR, 2000-25000 HOURS LIFE
CYCLE, INCLUDING CONNECTION, COMPLETE IN ALL RESPECT
AS APPROVED BY ENGINEER INCHARGE.

7 PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF 4.00 | Nos Each
FLOOD LIGHTS (LP66) 110-120 WATTS INCLUDING DRIVER ,
HAVING WARM / NEUTRAL WHITE/ COOL WHITE COLOUR, 90-|
110 LM/WATT EFFICIENY , 0.9 OR ABOVE POWER FACTOR
,20000-25000 HOURS LIFE CYCLE , INCLUDING CONNECTION
L,COMPLETE IN ALL RESPECT AS APPROVED BY ENGINEER
INCHARGE.

8 PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF 20.00 | Nos Each
RECESSED SPOT LIGHTS 10 WATTS INCLUDING DRIVER ,
HAVING WARM / NEUTRAL WHITE/ COOL WHITE COLOUR, 80
LM/WATT EFFICIENY , 0.9 OR ABOVE POWER FACTOR 15000-|
20000 HOURS LIFE CYCLE , INCLUDING CONNECTION
L,COMPLETE IN ALL RESPECT AS APPROVED BY ENGINEER
INCHARGE.

9 PROVIDING & FIXING LED PENDANT LIGHT FIXTURE DESIGNER 6.00 | Jobs P. Job
TYPE WITH POWDER-COATED STEEL OR BRUSHED BRASS
SHADE, (12-14W), SUSPENDED USING ADJUSTABLE STEEL
WIRE OR FABRIC CORD. FIXTURE TO BE MOUNTED ON
CEILING USING ROUND CANOPY AND INTERNAL SUPPORT
PLATE, INCLUDING JUNCTION BOX, WIRING WITH 1.5MM?|
COPPER CONDUCTOR CABLE, AND COMPLETE TESTING.
SUSPENDED FROM CEILING WITH ADJUSTABLE RODS OR
CORDS, FIXED ON JUNCTION BOX, I/C NECESSARY MOUNTING
ACCESSORIES AND INTERCONNECTION AS REQUIRED BY
ENGR. INCHARGE.

10 PROVIDING & FIXING LED WALL SCONCES WITH BRUSHED 6.00 | Jobs P. Job
ALUMINUM OR POWDER-COATED STEEL BODY, FROSTED
ACRYLIC DIFFUSER FOR SOFT LIGHT OUTPUT, SUITABLE FOR
BOTH VERTICAL AND HORIZONTAL MOUNTING. LIGHT FITTING
TO BE IP20 RATED FOR INDOOR USE, EQUIPPED WITH
INTEGRATED WARM WHITE LED MODULE (3000K), MINIMUM
CRI 80, AND POWER CONSUMPTION UP TO 12W. FIXED ON
FINISHED WALL SURFACE, INCLUDING DECORATIVE
BACKPLATE, CONCEALED WIRING, AND INTER-CONNECTION
WITH NEAREST POWER  POINT. IIC  TESTING &
COMMISSIONING AS REQUIRED BY ENGR. INCHARGE.

" PROVIDING AND INSTALLTION OF LED DECORATIVE LINEAR 1.00 | Jobs P. Job
CHANDELIER LIGHT SUITABLE FOR CAFE. SUSPENDED WITH
ADJUSTABLE RODS OR FABRIC CORD FROM A POWDER-
COATED STEEL CANOPY. ALL METALLIC PARTS TO BE RUST-
RESISTANT AND PAINTED WITH FINISHES. WIRING WITH HEAT
RESISTANT COPPER CONDUCTORS, CONCEALED WITHIN
CEILING CONDUIT, AND CONNECTED TO AN EXISTING
CIRCUIT. INCLUDES FIXING ACCESSORIES (ANCHOR BOLTS,
MOUNTING BRACKET), COMPLETE INSTALLATION,
ALIGNMENT, AND TESTING AS REQUIRED BY ENGR.
INCHARGE.

12 PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF 2.00 | Nos Each
EMERGENCY LIGHTS 5-7 WATTS EMERGENCY LIGHT
(SURFACE/RECESSED) INCLUDING CONNECTION ,COMPLETE
IN ALL RESPECT AS APPROVED BY ENGINEER INCHARGE.
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In Figures

In Words
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PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF
LED STRIP LIGHTS 18-20 WATTS (4 FEET) HAVING WARM /
NEUTRAL WHITE/ COOL WHITE COLOUR, 90-100 LM/WATT
EFFICIENY , 0.9 OR ABOVE POWER FACTOR 10000-15000
HOURS LIFE CYCLE , INCLUDING CONNECTION, COMPLETE IN
ALL RESPECT AS APPROVED BY ENGINEER INCHARGE.

12.00

Nos

Each

14

PROVIDING, INSTALLATION, TESTING & COMMISSIONING OF
LED TRACK LIGHTS 20-30 WATTS HAVING WARM / NEUTRAL
WHITE/ COOL WHITE COLOUR, 90-100 LM/WATT EFFICACY, 138
MM LENGTH X 85 MM WIDTH, 0.9 OR ABOVE POWER FACTOR
20000-25000 HOURS LIFE CYCLE, INCLUDING CONNECTION,
COMPLETE IN ALL RESPECT AS APPROVED BY ENGINEER
INCHARGE.

15.00

Nos

Each

15

PROVIDING & FIXING 10 AMPS POLYCARBONATE FLAME
RETARDANT S.P SWITCH WITH FANCY REQUIRED GANG
PLATE FIXED ON DIE FABRICATED, POWDER COATED METAL
BOARD RECESSED IN WALL OR COLUMN INCLUDING
CONNECTION AS REQUIRED.(SCHNEIDER/PHILIPS)

16.00

Nos

Each

16

PROVIDING & FIXING 10 AMPS POLYCARBONATE FLAME
RETARDANT 2-PIN SWITCH SOCKET UNIT ( UNIVERSAL) WITH
FANCY GANG PLATE FIXED ON DIE FABRICATED, POWDER
COATED METAL BOARD RECESSED IN WALL OR COLUMN
INCLUDING CONNECTION AS REQUIRED.
(SCHNEIDER/PHILIPS)

4.00

Nos

Each

17

PROVIDING & FIXING 13 AMPS POLYCARBONATE FLAME
RETARDANT 3-PIN SWITCH SOCKET UNIT WITH FANCY GANG
PLATE FIXED ON DIE FABRICATED, POWDER COATED METAL
BOARD RECESSED IN WALL OR COLUMN INCLUDING
CONNECTION AS REQUIRED(SCHNEIDER/PHILIPS)

9.00

Each

18

PROVIDING & FIXING CUBICAL TYPE METAL SHEET (1.5' X 3' 16|
SWG) DISTRIBUTION BOARD WITH LOCKING ARRANGEMENT
AS PER DRAWING, VERMIN-PROTECTED, IP66 PROTECTED,
DULY POWDER-COATED PAINT, INCLUDING ALL FASTENING
MATERIAL, WIRING WITH SUITABLE GAUGE PVC X PVC WIRE,
BRASS AC GLANDS CONNECTED WITH EARTHING,
COMMUNICATION CABLE TO DB PANEL COMPLETE AS
REQUIRED BY ENGINEER INCHARGE, AND INCLUDING THE
FOLLOWING ACCESSORIES:

1 NO 4-POLE MCB (250-400A)

4 NOS 3-POLE MCB (32-60A)

6 NOS —32 AMPS SINGLE POLE (S.P) MCB

1 NO - EARTH BAR

1 NO - DIN RAIL

1 SET — INDICATION LIGHTS (RED/GREEN/YELLOW)

1 NO - IP66 RATED SEALANT OR GROMMETS

1 NO — DANGER STICKER (R/A)

1.00

Job

Job

Total

Rs.

an

Divisional Engineer (Civil)
ES CATI Hyderabad

Contractor
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1

PROVIDING, INSTALLATION, ENERGIZING, TESTING AND
COMMISSIONING OF PREMIUM QUALITY CASSETTE AIR
CONDITIONER 4.5 TON - 5.0 TON CAPACITY 54000 - 60000 BTU /
HR, IN THE SPECIFIED PLACE. THE JOB INCLUDES
CONNECTION OF COPPER PIPING OF OUTDOOR UNIT FITTED,
ON ROOF OR ANGLE IRON FRAME (PROVIDING AND
INSTALLING), MAKING ALL CONNECTIONS OF THE UNIT WITH
SUITABLE SIZES OF REFRIGERANT PIPES (22 SWG) AND WIRE
ALSO PIPING FOR CONDENSED WATER ETC AS REQUIRED BY
ENGR. INCHARGE. BOTH EVAPORATOR AND CONDENSER
COILS OF THE UNITS MUST BE COATED WITH FACTORY
PROTECTIVE COATING/TREATMENT TO LENGTHEN THE
SERVICE LIFE OF THE HEAT EXCHANGER. ALL THE PRINTED
CIRCUIT BOARDS TO BE CONFORMALLY COATED WITH
SILICONE OR SIMILAR APPROVED COMPOUND. THE INDOOR|
UNIT (IDU) SHALL BE EQUIPPED WITH AN INTEGRATED
CONDENSATE DRAIN PUMP OF SUFFICIENT HEAD CAPACITY|
TO ENSURE EFFECTIVE DISCHARGE. THE UNIT'S MINIMUM
OPERATIONAL NOISE LEVEL SHALL NOT EXCEED 52 DB(A).

4.00 | Nos

Each

PROVIDING & INSTALLATION OF CENTRIFUGAL TYPE 5 FT AIR
CURTAIN AT THE SPECIFIED LOCATION. THIS UNIT INCLUDES
HIGH-SPEED MOTOR 2800 RPM, WITH AIR VELOCITY OF
AROUND 15 M/S WITH REMOTE CONTROLLER OPERATION
CE/UL OR I|EEE COMPLIANT. INSTALLATION INCLUDES
SECURE MOUNTING AT THE APPROPRIATE HEIGHT,
ELECTRICAL CONNECTIONS USING SUITABLE GAUGE WIRING,
AND ALIGNMENT FOR OPTIMAL AIRFLOW. ALL NECESSARY
SUPPORTS, FASTENERS, AND COMMISSIONING OF THE UNIT|
FOR FULL FUNCTIONALITY COMPLETE IN ALL RESPECT AS
REQUIRED BY THE ENGINEER INCHARGE

2.00 | Nos

Each

SUPPLY & FIXING 20MM ( 3/4") DIA UPVC CONDUIT WITH ALL
ESPECIAL SUCH AS BENDS, SOCKETS, JUNCTION ETC FITTED
ON SURFACE AS REQUIRED.

60.00 | RM

RM

Total Rs.

=
Divisional Engineer (Civil)
ES CATI Hyderabad

Contractor




ONIAINNg S1v

ONIMYUVd dVI S1V

D &

(im)}

‘.. (g . M ‘

——

i
[

Pl
il
i

pr——
” Pl i
i i i r i
1 e’ | ; — 13
} — |

i)

isbsntonis. . 3

+ N

& @ o
&g

-..lgA"...




9NIAINNg S1V

B i o

e e e

. SHINEVYd ¥VI SLV
‘lvllu T4 ﬂ«A‘\s B . e ey =
T e .

mw ey .rd\ *
1 * -

. e . == —

s/ i

|

[ PR S

~— i i =

: i 1 Pl o
i1 1

, W H . M il E

; i *

o s S o

N J ti

MFILV P Ll
| Hi il i .
e o 7 i T, e




NVd
IONNOT HOLLISIA

_\m SV1D a3xid
<Y |
¥

A

== = # —
o

L i .
A O Ll N e i}
@@ Tﬂm&:m — | il H
| | 3

i ¥ x

R

—
LF = m L == H O s
A | e HROCION ] )
HE = ¥ . 1R, ==
P ' ‘*x«m BUVNO0I |




NOILVAZT3 LNO¥d

EE|




ol

e

-

IVINSIVINONNIE =

w —
0D MOHL.Z =

St

M% £-ZL

— -5




ajeQq 2i0g 3j0Q -
aV8VY3QAH 1LVO "39NNOT dOLISIA 14Vy¥ddlY ALROHLMY S1HOSUI NYLSDIVS
RN duimpig ang| kg pesuocwiny| A8 pawdsud| Ag paubisag umoig 32sloig
JONNOT HOLISIA - 3AIS/S Wv3d 400Y
0y g 50\
~ .0-91 o
0Dttt HEE0 FO%TE JToe
oDt cate 60 TOTE o
9L-£# 2, m_.mam_ %
~ - -
n J 1 |
> )
PR s |
* - N’.IN_L,
JONNOT HOLISIA - 3AISN WY38 4004 m
T = pyiet g T WY 8 25 o g Y ot —_——=
oy x : TR T G 3 O i Ry =3
il mw ) ﬁ ) ] ﬁ, ~ ™ sy llm
dadda it T T T T T T T T T T T T T T T L L T T e L e i i e il iiiiiy
EEEENEEERSEREREERERNERERERERNEEEERREEREERERRRERRERERERRANRERER IRSEEEERREEREERENRNNARRERRNRARANE ERsdsNEREEEnENEIEIREEREENIREERIE RN ERINNERAEN PIEVEFCRRESR
L= L — Lo

crer




= == QV8VY30AH 11V3 "39NN0T ¥OLISIA 14VHIdIV C.wox:.cuu:.o‘!czﬁw:.‘..
Aoy Gumsig sts| g sesuscury| KE PeRSRND| g peuSsag R %
NOILDO3S X 3ONNOT HOLISIA - 3dIS/1 Nv3gd 400d
.um--o -ml—o -.m'.o .-m'—o
e v-S#T v-S#T v-S#T
- Basin Badan T
i s w ) | _ ' .
| W (N2 /N N m _ N m e-C# 2.1
e ! o = 1 '
. IR 1 3 1 “ _ r _
- pg L- vt b vt & vty
S 29 a-q e-e







	Contract Doc_Page1
	Contract Doc_Page2
	Contract Doc_Page3
	Contract Doc_Page4
	Contract Doc_Page5
	Contract Doc_Page6
	Contract Doc_Page7
	Contract Doc_Page8
	Contract Doc_Page9
	Contract Doc_Page10
	Contract Doc_Page11
	Contract Doc_Page12
	Contract Doc_Page13
	Contract Doc_Page14
	Contract Doc_Page15
	Contract Doc_Page16
	Contract Doc_Page17
	Contract Doc_Page18
	Contract Doc_Page19
	Contract Doc_Page20
	Contract Doc_Page21
	Contract Doc_Page22
	Contract Doc_Page23
	Contract Doc_Page24
	Contract Doc_Page25
	Contract Doc_Page26
	Contract Doc_Page27
	Contract Doc_Page28

